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Introduction

About This Document

This document describes the architecture of Enterprise Voice Operations & Analytics (EVOA) v1.12.0. It is intended
for pre-sales engineers, deployment architects, and customer IT teams evaluating the platform. Content is
technology-focused and does not cover pricing, licensing SKUs, or feature roll-out plans — see the EVOA Product
Brochure and Ordering Guide for that.

Related Documents

EVOA Installation Guide — step-by-step deployment for the engineer running the install
EVOA System Requirements — hardware, database, network, sizing tiers

EVOA PBX Compatibility Matrix — driver, port, and CDR-format reference

EVOA Product Brochure — business-facing overview of the platform
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High-Level Architecture

EVOA is a four-tier architecture with a strict separation between data ingestion and presentation. The key principle:
the Windows Services and the Web application communicate ONLY through the database. There is no direct network
connection between them. Each component can be restarted, updated, or scaled independently.

The Four Tiers

Tier Purpose Deployment
1. External Systems PBX systems (14 supported), Mitel CX Existing customer infrastructure
2. Ingestion Collection Service, SNMP Receiver, SIP Voice Windows Services on the EVOA
Notification, CX SignalR client host
3. Persistence PostgreSQL 17 (master + per-tenant databases) Local to the EVOA host (default)
4. Presentation 1IS /api (Web API) and /ui (Blazor) + SignalR + Hangfire  1IS 10+ on the EVOA host

NOTE For deployments serving 500+ agents or 10+ PBXs, the persistence tier can be moved to a separate SQL host
and the presentation tier can be scaled horizontally behind a load balancer. See the System Requirements
document for sizing thresholds.
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Tier 1 — External Systems

PBX Systems

EVOA ingests CDR / SMDR data from 14 PBX systems across four vendors. Each PBX driver is built and tested against
real production output — not paper integrations.

Vendor Systems Primary Method
Mitel / Unify MiVoice Business (MiVB), MiVoice Office 400, MX-ONE, OpenScape TCP Push / Pull
4000, OpenScape Voice, OpenScape Business
Avaya Aura Communication Manager (ACM), IP Office (IPO) TCP Push / Pull
Cisco Unified Communications Manager (CUCM), CME / CUBE SFTP / TCP Push
Alcatel-Lucent OmniPCX Enterprise (OXE), OmniPCX Office (OXO), OpenTouch, 4400 TCP Push
Mitel CX

Mitel CX is a first-class integrated system for real-time supervisor wallboards, not merely a CDR source. EVOA
connects to CX via SignalR and consumes queueConversationChanged, employeeStateChanged, and
queueConversationRemoved events to render live dashboards. Global (Layer 1) presence is surfaced in v1.4.0; per-
group (Layer 2) presence requires a REST fallback for CX Bl's short-abandon quirks.

Mitel Emergency Response (SNMP)

EVOA listens for SNMP traps from MiVB Emergency Response on UDP 162. The traps carry the emergency-dialled
event (911 / 999 / custom pattern), which EVOA correlates against its CESID location map and fans out to phones,
desktop notifiers, and email groups. See Emergency Alerts under Tier 2 below.
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Tier 2 — Ingestion (Windows Services)

Collection Service

A Windows Service (CallAccountingCollectionService) that manages all connections to PBX systems. It maintains
persistent TCP connections in Push mode, initiates connections in Pull mode, polls SFTP servers for CDR files, and
parses raw records using vendor-specific drivers into a normalised CallRecord.

e Auto-reconnect on PBX failure

e Windows Service configuration: delayed-auto, dependency on network, failure actions, failureflag — baked
into Deploy.ps1 (2026-07-25) for auto-recovery after power loss

e Heartbeat via ServiceStatus table (30-second interval)

e No HTTP endpoints — database-only communication with the Web API

e HARD RULE: pass-through of PBX timestamps — EVOA never interprets or converts them, and this is
enforced via grep lint (see the Pass-through Call Timestamps rule)

SNMP Receiver Service (v1.9.0+)

A dedicated Windows Service (CallAccountingSnmpReceiver) that binds to UDP 162 and decodes traps against the
MITEL-ERN MIB. The single-authority allow-list is the Trap Sources DB — an empty JSON allow-list means "forward
all," avoiding duplication of admin-managed lists.

e Local dedup on (sourcelp, UnackTablelndex) works around a MIVB firmware quirk where SET-destroy ACK is
not honoured (per MIB spec)

e Local trap forwarder writes phx.PollMetrics via ON CONFLICT upsert (fixed 2026-06-30)
e Same delayed-auto + dependency + failure-action config as the Collection Service

SIP Voice Notification Service (v1.11.0+)

A dedicated Windows Service (CallAccountingSipVoice) that owns a pool of SIP extensions registered on the
customer's PBX. It places spoken emergency callouts and answers inbound trigger extensions. Built on SIPSorcery;
audio is streamed from pre-recorded clips — G.711 A-law or mu-law 8-bit, or 16-bit linear PCM, mono at 8 or 16 kHz.
That is the format MiVoice Business itself documents for Music on Hold, system greetings and RAD, so a clip already
prepared for the PBX is valid here unchanged.

e Signalling can run over UDP or TLS. EVOA connects as a TLS client, so the PBX presents the certificate and
EVOA needs none of its own. TLS protects the registration credentials and the call metadata; it does NOT
encrypt the RTP audio, which requires SRTP and is not implemented in this release

e The service, not the Web API, owns the SIP transport and the extension pool. Running the pool inside IIS was
rejected: an app-pool recycle would drop live registrations and any call in progress

e Scenario fan-out that originates in the Web APl (an SNMP-triggered callout, or an admin test fire) is handed
across through the svn.PendingSipVoiceFires work queue, which the service polls. The Web API has no SIP
agents of its own to dial with

e Ancillary channels (desktop notifier, email, phone-XML) stay in the Web API, because they depend on SignalR,
SMTP and phone-push services that live there. The service reaches them through an internal relay endpoint

e Every callout attempt is written to svn.SipVoiceCallAttempts when the call ends — one row per attempt, not
per contact, so retry behaviour stays auditable

e Same delayed-auto + dependency + failure-action config as the Collection Service. Survives host

suspend/resume by rebuilding the SIP transport, because a registration bound to a dead UDP socket reads as
Idle in EVOA while the PBX considers it Out Of Service
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Primary / Secondary PBX Failover (v1.11.0+)

Each extension may carry a secondary PBX alongside its primary. The pool watches the primary continuously and,
when it stops answering, moves every extension to the secondary in a single decision and re-registers them there; it
returns to the primary once that answers again. Detection takes under 25 seconds, so an emergency raised shortly
after a controller failure still goes out.

e Reachability is established directly, by ICMP echo, independently of SIP. Registration failure is deliberately
NOT the trigger: it is slow, and it cannot distinguish a dead controller from a rejected password — two
conditions that need opposite responses

e Three missed echoes are required, taken as a burst rather than spaced apart, so a single dropped packet
cannot move the pool while a genuine outage is still caught quickly

e The secondary is confirmed reachable before anything moves. Failing over to a controller that is also down is
strictly worse than staying put

e Extensions are grouped by their primary and switch together. Independent per-extension decisions produce
a split pool, with some endpoints on each controller

® An extension on a live call is deferred until the call ends. RTP is point-to-point and keeps flowing even after
the controller dies, so switching mid-call would destroy an announcement that is still being heard

e Where ICMP is blocked the pool stands down rather than guessing, logs the reason once, and falls back to
the slower registration-driven path. A firewall that silently drops echo must not be read as an outage

NOTE Failover covers the loss of a PBX, not the loss of the EVOA host itself. A single EVOA server remains a single
point of failure for the notification service; sites needing more should follow the high-availability guidance.

CX Real-Time Client

An in-process SignalR client (hosted inside the Web API) that subscribes to Mitel CX event streams for real-time
dashboards. Uses the ACD Path string for queue identification; bridges to the legacy AcdAgentGroupld domain via
GroupNumber / Reporting when persisting CX REST data. Newtonsoft-serialised CX RealtimeStateSnapshots require
lowercase-key parsing on the System.Text.Json side.

Abandoned Call Task Detection (v1.12.0+)

Turns abandoned ACD calls into callback tasks keyed by CALLER rather than by call, so repeat abandons from one
number collapse into a single task carrying many abandon events. It reads AcdCallRecords already synced from CX
and needs no CTI link, no agent plugin and nothing installed on the switch.

e Detection runs in TWO places on purpose: a background pass in the Collection Service, and a debounced
pass inside the Web API request that loads the board. Before the second existed, the board was the only
surface reading AcdCallRecords that could sit minutes behind the Dashboard, and "a timer has not run yet" is
indistinguishable from "nothing was missed"

e The detection window looks BEHIND the watermark, never forward from it. CX writes call records out of
order — a call stamped 03:47 can land at 03:52 — so a window anchored exactly at the mark would step
over a late arrival permanently, and nothing downstream would ever reveal it had

e Self-resolution detection scans answered calls from the same caller after the abandon, so a task is flagged
when the customer got through on their own. Guarded by a minimum talk duration: every false positive on
reference data was an 11-22 second pick-up and hang-up

e Click-to-dial originates from the Tasks Client, not from the server — POST employees/me/conversations on
the agent's own CX session. A service account is refused by CX, and routing the call through EVOA would
mean holding a second copy of each agent's Class of Restriction. The server resolves WHAT to dial from the
site's outbound rules; the PBX decides whether that agent may
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Source-Clock Alignment (v1.12.0+)

PBX and CX timestamps are stored exactly as written — timestamp without time zone, never reinterpreted —
because for emergency notification and call traces a converted stamp is worse than no stamp. The consequence is
that the host clock and a source timestamp are values on two different clocks, and subtracting them is correct only
where the EVOA host happens to share the source's time zone.

e The Collection Service measures the offset once per sync cycle with a round-trip-corrected SELECT GETDATE()
against the CX SQL server, and stores it on the AcdSystem row. Measured rather than configured: no
administrator has to know the site's zone, and a DST change on either side is picked up on the next cycle

e Comparisons convert OUR clock into the source's frame. Stored data is never touched, so the pass-through
rule stays intact

e A failed probe keeps the last known offset rather than reverting to the host clock. The moment a live query
cannot run is exactly the moment the stored answer matters — and it keeps ages stable across a link outage
instead of flipping between two values

e Operator-side stamps — who assigned a task, who closed it, when a reminder is due — stay on the host
clock. They are not claims about when a call happened, and mixing the two is the defect this exists to
prevent

NOTE The measured offset is shown on Call Center - Sync Health with the time it was taken, and is suppressed
when it is zero. A deployment whose host already shares the CX time zone sees no change in behaviour at all.
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Tier 3 — Persistence (PostgreSQL 17)

Master Database

The master database holds shared, system-level data that spans tenants — the tenant list, system users, PBX
registration, service status, raw SMDR staging, and the reprocessing queue. Never contains customer call records.

Category Representative Tables

Identity Users, Roles, Permissions

Tenancy Tenants, TenantCatalog, Sites

Infrastructure PbxSystems, ServiceStatus, RawSmdrRecords, ReprocessingQueue

Realtime RealtimeDriverStatuses, RealtimeStateSnapshots

Phone Display phx.Phones, phx.PollMetrics, phx.PhonePushHistory

Emergency Alerts snmp.TrapSources, snmp.CesidMap, snmp.RecipientGroups,
snmp.EmergencyEmailDeliveries

Per-Tenant Databases

Every tenant gets its own database, ensuring complete call-data isolation. Even a SuperAdmin cannot see tenant A's
call records while connected to tenant B. Tables include CallRecords, Extensions, Departments, CostCenters,
TariffRules, Reports, Schedules, and the tenant-scoped ACD tables.

Migrations

EVOA uses hand-rolled EF migrations with PendingModelChangesWarning suppression and idempotent ALTER TABLE
with IF NOT EXISTS. No Designer.cs / snapshot required. Every migration is TZ-portable — always uses AT TIME ZONE
current_setting('TimeZone'), never a literal (see Time Architecture Split).

Time Architecture

The system splits time authorities: Mitel CX data uses CX GETDATE(); operator stamps use DateTime.Now on the
EVOA host. Both are stored as Kind=Unspecified into timestamp-without-tz columns. This preserves the PBX-native
timeline for reporting while keeping the operator Ul consistent with the browser's local time.

IMPORTANT EVOA never interprets, adjusts, or converts a PBX-supplied timestamp. Any change to that behaviour
requires review — the pass-through invariant is enforced by grep lint.
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Tier 4 — Presentation (lIS)

Web API (/api)

An ASP.NET Core Web APl on .NET 10, hosted under IIS at /api. Serves the Blazor Ul, the phones, the TV wallboards,
the Desktop Notifier, and any external REST clients.

JWT Bearer authentication (unique RSA-generated secret per install)

RBAC with SuperAdmin, Admin, Sales, Viewer + 6 partner-tier roles

REST endpoints for CRUD across every entity

Hangfire background jobs for reporting, emergency-email fan-out, and scheduled tasks

SignalR hubs for real-time updates to browser, phone, TV, and notifier surfaces

Swagger / OpenAPl documentation exposed at /api/swagger

Web Ul (/ui) — Blazor WebAssembly

A Blazor WebAssembly SPA on .NET 10, hosted under IIS at /ui with SPA 404-to-index fallback. Runs entirely in the
browser after initial load; communicates with the APl over HTTPS using JWT.

Dashboard with real-time KPI widgets (ApexCharts)

Call Records grid with server-side filtering, sorting, and export

Report builder + scheduled reports

PBX system configuration

Phone Display admin (Phones, Desktop Stations, Emergency Alerts, Caller Tags)

Real-Time Wallboards with widget composer

Dark mode, RTL for Arabic, 8 languages with dynamic switching

IIS Topology

EVOA's IIS split at /api and /ui is a documented topology. External clients must include the /api prefix on REST +
SignalR URLs (see the IIS Topology memory for the SPA fallback wiring).

Path Purpose

/api Web API (REST + SignalR hubs)

Jui Blazor WebAssembly SPA (404-to-index fallback)
/api/swagger OpenAPI documentation

/wwwroot/help-content/ Per-locale help pages served as static assets
/wwwroot/downloads/notifier/ Signed Desktop Notifier installers for auto-update discovery

Desktop Notifier (Windows Tray)

A signed Windows tray application distributed alongside the server release. Connects to the /api SignalR hub,
participates in the full-mesh acknowledgement fabric, silently auto-updates by polling /api/v1/desktop-
notifier/version every 24 hours.

Signed with the MeeraApps Certum EV certificate — no SmartScreen warnings

Per-category custom alert sounds (built-in WAVs + custom upload)

Full-mesh acknowledgement with phone / browser / TV

SignalR reconnect: built-in schedule + perpetual 5-60 sec exponential backoff (v1.10.0)
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® Lock-screen constraint: Toast + sound + display-wake work; full popup cannot render (Windows Session 0)
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Data Flow

CDR Ingestion (Real-Time)

1. PBX sends raw CDR / SMDR over TCP to the Collection Service, or Collection Service polls the PBX / SFTP source.
2. The appropriate vendor driver parses the raw data into a normalised SmdrParseResult.

3. The Collection Service classifies the call (inbound / outbound / internal) and enriches with site + PBX metadata.
4. The parsed CallRecord is written to the tenant's CallRecords table.

5. If raw SMDR storage is enabled, the raw text is also written to RawSmdrRecords (default 365-day retention).

Emergency Alert (SNMP Trap)

1. MiVoice Business fires an SNMP trap on 911 / 999 dial.

2. The SNMP Receiver Service decodes the trap and validates against the Trap Sources allow-list.

3. The service correlates the CESID to a location entry and identifies the matching Recipient Group.

4. The Web API fans out the event to every configured channel — phones, Desktop Notifier, email group.

5. If the trap source is mapped to a callout scenario, the Web APl enqueues the fan-out to svn.PendingSipVoiceFires,
stamped with the emergency event's own id. The SIP Voice service drains the queue and places the spoken calls, so
every attempt is joinable back to the event that caused it. (v1.11.0+)

6. Any surface acknowledges; the ACK propagates through the full-mesh fabric and closes the event everywhere
within a second.

Emergency Callout (SIP Voice Notification, v1.11.0+)

1. A scenario fires — from an inbound trigger extension somebody dialled, from an SNMP trap mapping, or from an
admin test.

2. The dispatcher distributes the scenario's contacts across every idle Outbound pool extension, round-robin, so
several calls are placed simultaneously rather than serially.

3. Each call streams the announcement WAV over RTP. External contacts repeat the announcement with the line
held open, because trunks that answer before the handset rings provide no signal distinguishing ringing from
answered.

4. When the call ends, one row per attempt is written to svn.SipVoiceCallAttempts with outcome, duration,
negotiated codec, announcement passes and acknowledgement. Ancillary channels run in parallel from the Web API.

Real-Time Supervisor Wallboard (CX)

1. The Web API's CX client subscribes to queueConversationChanged / employeeStateChanged /
gueueConversationRemoved on the CX SignalR hub.

2. Received events are transformed into RealtimeStateSnapshots and pushed onto the EVOA SignalR hub.
3. The Blazor dashboard's widgets receive the push and update the ApexCharts in real time — no polling loop.

4. Per-widget supervisor scope is narrowed via IlUserAcdScopeService at every endpoint.
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Multi-Tenant Architecture

A single EVOA installation serves multiple tenants, each with complete data isolation. Every tenant has its own
database, sites, PBX systems, extensions, departments, cost centers, tariffs, branding, and reporting scope.

Hierarchy

The License Manager v1.4.0 introduced a 3-tier partnership model: Direct Partners (PTR-), Distributors (DIS-), and
Sub-Partners (SUB-) with hard role-to-type binding. Distributor and Sub-Partner tiers roll up into consolidated
dashboards. Only SuperAdmin can move customers or reparent Sub-Partners.

Owns Customers? Buys From
Direct Partner Yes MeeraApps
Distributor No (via SUBs) MeeraApps
Sub-Partner Yes (own only) Its parent Distributor
Roles
SuperAdmin Full system access, all tenants
Admin Full access within assigned tenant
Sales Quotes, orders, partners (no settings / users)
Viewer Read-only across all data
PartnerAdmin/User Direct-partner sub-user
DistributorAdmin/User Roll-up across own + Sub-Partners
SubPartnerAdmin/User Own scope only
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Security Architecture

Authentication

e JWT Bearer tokens; configurable expiry (default 60 min)
e Unique RSA-generated JWT secret per installation

e Brute-force protection on the login page

Authorization

® Role-Based Access Control with tenant-scope enforcement
e SuperAdmin operations (delete / deactivate / move / force-change) hidden from tenant-tier admins

e Supervisor scope narrowing via IlUserAcdScopeService (intersected as the last narrowing step)

Data Isolation

e Per-tenant databases enforce hard isolation
e Cross-tenant queries are structurally impossible — no shared call-record tables

Transport
e HTTPS (TLS 1.2+) recommended for all web traffic
e Certificates managed via IS
® SMTP with TLS/SSL for scheduled reports and emergency-alert email fan-out
e SIP over TLS (optional, v1.11.0+) for the SIP Voice Notification pool, on TCP 5061. EVOA is the TLS client and

needs no certificate of its own. Certificate verification is off by default because a stock MiVoice Business
certificate chains to Mitel's private root, which no Windows host trusts; EVOA ships a tool that reads the
chain from the live handshake and installs that root for sites that want verification on

e SIP media (RTP) is NOT encrypted. TLS protects signalling only, so the spoken announcement itself is carried
in the clear. SRTP is not implemented in this release — a site whose concern is the audio rather than the
credentials is not covered by enabling TLS alone

Code Signing

Every first-party binary shipped to a customer is signed with the MeeraApps Certum EV certificate: EVOA server
binaries, License Manager, LM installer, Desktop Notifier installer, and CallAccounting.Licensing shared library.
Signing uses jsign + PKCS#11 + RFC3161 timestamping. Windows SmartScreen recognises the signature immediately.

Licensing

RSA-SHA256 digital signature on license files
Optional hardware binding (machine-specific validation)
Offline validation — no internet required at runtime

30-day trial + 30-day grace on expiration
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Technology Stack

Layer Technology

Runtime

Web framework
Frontend
Database ORM
Primary database
Alternate database
Web server
Background jobs
Real-time

PDF reports

Excel reports
Charts

SFTP client
SNMP receiver
Logging

Code signing

APl docs

.NET 10

ASP.NET Core 10

Blazor WebAssembly (.NET 10)

Entity Framework Core 10
PostgreSQL 17

Microsoft SQL Server 2019+

11S 10+ (Windows)

Hangfire 1.8

SignalR (over WSS)

QuestPDF

EPPlus

ApexCharts (Blazor-ApexCharts)
SSH.NET

SharpSnmplLib (UDP 162 trap listener)
Serilog (structured)

jsign + PKCS#11 (Certum EV cert) + RFC3161 timestamping

Swagger / OpenAPI
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Deployment Architecture

Single-Server Deployment (Standard)

All components run on one Windows Server. Recommended for most deployments — up to 500 agents, 10 PBXs,
and moderate reporting load.

Component Location

Web API IS — /api

Blazor Ul IS — Jui

Collection Service Windows Service — CallAccountingCollectionService

SNMP Receiver Windows Service — CallAccountingSnmpReceiver

PostgreSQL Local instance on the same host

Data + logs + backups C:\CallAccountingData\

Help content C:\inetpub\wwwroot\CallAccounting\ui\help-content\ (lIS live)

Split-Tier Deployment (Large / High-Availability)
For 500+ agents, 10+ PBXs, or when high availability is required, the tiers can be split across separate hosts:

e Presentation tier: IS on a Windows Server, optionally behind a load balancer
® Persistence tier: PostgreSQL on a separate host (or a managed PG service)

e Ingestion tier: Collection Service + SNMP Receiver on a dedicated Windows host in the same VLAN as the
PBXs

TIP The Windows Service configuration for the Collection Service and SNMP Receiver — delayed-auto, dependency
on network, failure actions, failureflag — is baked into Deploy.ps1 and applied consistently on both single-server and
split-tier deployments.

Automated Installer

The EVOA installer (EnterpriseVoiceOperationsAnalyticsSetup.exe) performs every deployment step. Manual
deployment via Deploy.ps1 is available for administrators who prefer scripted installs — see the Installation Guide
for both paths.

Distribution Channel

Server: signed .exe installer via the customer release package
Desktop Notifier: standalone signed .exe (bypass SmartScreen prompts)

Notifier updates: silent auto-update via /api/vl/desktop-notifier/version poll

License Manager: separate on-premise install; edit-in-EVOA + sync-to-LM script keeps
CallAccounting.Licensing DLL aligned across both trees
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Contact

MeeraApps Technology

Website https://www.meeraapps.com
Sales enquiry sales@meeraapps.com
Technical support support@meeraapps.com
Phone +966 573516885

MeeraApps Technology - v1.12.0 - Page 19 of 19




	Copyright and Legal
	Table of Contents
	Introduction
	About This Document
	Related Documents

	High-Level Architecture
	The Four Tiers

	Tier 1 — External Systems
	PBX Systems
	Mitel CX
	Mitel Emergency Response (SNMP)

	Tier 2 — Ingestion (Windows Services)
	Collection Service
	SNMP Receiver Service (v1.9.0+)
	SIP Voice Notification Service (v1.11.0+)
	Primary / Secondary PBX Failover (v1.11.0+)
	CX Real-Time Client
	Abandoned Call Task Detection (v1.12.0+)
	Source-Clock Alignment (v1.12.0+)

	Tier 3 — Persistence (PostgreSQL 17)
	Master Database
	Per-Tenant Databases
	Migrations
	Time Architecture

	Tier 4 — Presentation (IIS)
	Web API (/api)
	Web UI (/ui) — Blazor WebAssembly
	IIS Topology
	Desktop Notifier (Windows Tray)

	Data Flow
	CDR Ingestion (Real-Time)
	Emergency Alert (SNMP Trap)
	Emergency Callout (SIP Voice Notification, v1.11.0
	Real-Time Supervisor Wallboard (CX)

	Multi-Tenant Architecture
	Hierarchy
	Roles

	Security Architecture
	Authentication
	Authorization
	Data Isolation
	Transport
	Code Signing
	Licensing

	Technology Stack
	Deployment Architecture
	Single-Server Deployment (Standard)
	Split-Tier Deployment (Large / High-Availability)
	Automated Installer
	Distribution Channel

	Contact
	MeeraApps Technology


